ReaderTT.config = {"pagecount":20,"title":"","author":"","subject":"","keywords":"","creator":"Adobe InDesign CS6 (Windows)","producer":"GPL Ghostscript 9.22","creationdate":"D:20171025114527+02'00'","moddate":"D:20171025114527+02'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Origine","page":3,"zoom":"Fit"},{"title":"Aujourd\u2019hui","page":3,"zoom":"Fit"},{"title":"Un nombre de composants réduit","page":4,"zoom":"Fit"},{"title":"Conception","page":5,"zoom":"Fit"},{"title":"Principe","page":5,"zoom":"Fit"},{"title":"Une modularité transversale","page":6,"zoom":"Fit"},{"title":"Une modularité longitudinale","page":6,"zoom":"Fit"},{"title":"Fabrication","page":8,"zoom":"Fit"},{"title":"Processus de contrôle qualité","page":9,"zoom":"Fit"},{"title":"Transport et mise en œuvre","page":9,"zoom":"Fit"},{"title":"Deux méthodes classiques de mise en place sur chantier","page":11,"zoom":"Fit"},{"title":"Deux types de tabliers possibles","page":12,"zoom":"Fit"},{"title":"Applications","page":15,"zoom":"Fit"},{"title":"Un produit international","page":16,"zoom":"Fit"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
