ReaderTT.config = {"pagecount":56,"title":"untitled","author":"","subject":"","keywords":"","creator":"FrameMaker 7.0","producer":"Acrobat Distiller 6.0.0 for Macintosh","creationdate":"D:20080326131919Z","moddate":"D:20080701100921+02'00'","trapped":"","fileName":"document.pdf","bounds":[[857,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[858,1286],[857,1286],[858,1286],[857,1286]],"bookmarks":[{"title":"Sommaire","page":4,"zoom":"XYZ 88 1255 null","children":[{"title":"Introduction","page":6,"zoom":"XYZ 88 1255 null","children":[{"title":"Description technique en bref","page":6,"zoom":"XYZ 88 1167 null"}]},{"title":"Mécanique moteur","page":8,"zoom":"XYZ 88 1255 null","children":[{"title":"Bloc-cylindres","page":8,"zoom":"XYZ 88 1167 null"},{"title":"Équipage mobile","page":9,"zoom":"XYZ 88 1167 null"},{"title":"Dégazage du carter","page":11,"zoom":"XYZ 88 1167 null"},{"title":"Recyclage des gaz de carter","page":14,"zoom":"XYZ 88 1167 null"},{"title":"Système de filtre à charbon actif","page":15,"zoom":"XYZ 87 1167 null"},{"title":"Culasse","page":16,"zoom":"XYZ 88 1167 null"},{"title":"Commande par courroie multipistes","page":18,"zoom":"XYZ 88 417 null"},{"title":"Commande par chaîne","page":19,"zoom":"XYZ 88 1167 null"}]},{"title":"Circuit d\u2019huile","page":20,"zoom":"XYZ 88 1255 null","children":[{"title":"Système de graissage","page":20,"zoom":"XYZ 88 1167 null"},{"title":"Alimentation en huile","page":22,"zoom":"XYZ 88 1167 null"},{"title":"Modification du filtre à huile","page":23,"zoom":"XYZ 88 1167 null"},{"title":"Pompe à huile Duocentric à régulation","page":24,"zoom":"XYZ 88 1167 null"}]},{"title":"Système de refroidissement","page":26,"zoom":"XYZ 88 1255 null","children":[{"title":"Système de refroidissement à double circuit","page":26,"zoom":"XYZ 88 1167 null"},{"title":"Régulation de la température","page":28,"zoom":"XYZ 88 1167 null"},{"title":"Thermostat","page":30,"zoom":"XYZ 88 1167 null"}]},{"title":"Système d\u2019alimentation en carburant","page":32,"zoom":"XYZ 88 1255 null","children":[{"title":"Synoptique du système d\u2019alimentation en carburant","page":32,"zoom":"XYZ 88 1167 null"},{"title":"Composants du système","page":38,"zoom":"XYZ 88 1167 null"},{"title":"Régulation de la préparation du mélange","page":39,"zoom":"XYZ 88 278 null"}]},{"title":"Système d\u2019admission et d\u2019échappement","page":40,"zoom":"XYZ 88 1255 null","children":[{"title":"Turbocompresseur","page":40,"zoom":"XYZ 88 1167 null"},{"title":"Système d\u2019admission","page":42,"zoom":"XYZ 88 1167 null"},{"title":"Régulation de l\u2019air de suralimentation","page":43,"zoom":"XYZ 88 1167 null"},{"title":"Refroidissement de l\u2019air de suralimentation","page":45,"zoom":"XYZ 88 1167 null"}]},{"title":"Gestion du moteur","page":48,"zoom":"XYZ 88 1255 null","children":[{"title":"Synoptique du système, moteur TFSI de 1,4 l","page":48,"zoom":"XYZ 88 1167 null"},{"title":"Calculateur du moteur","page":50,"zoom":"XYZ 88 1167 null"}]},{"title":"Service","page":51,"zoom":"XYZ 88 1255 null","children":[{"title":"Opérations d\u2019entretien","page":51,"zoom":"XYZ 88 1167 null"},{"title":"Outils spéciaux","page":52,"zoom":"XYZ 88 1167 null"}]},{"title":"Annexe","page":53,"zoom":"XYZ 88 1255 null","children":[{"title":"Glossaire","page":53,"zoom":"XYZ 88 1167 null"},{"title":"Contrôle des connaissances","page":54,"zoom":"XYZ 87 1167 null"},{"title":"Programmes autodidactiques","page":55,"zoom":"XYZ 88 1167 null"}]}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
